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Position The 
HARDWOOD WRENCH JR™  

On The Joist.  

Rotate Handle to 
Straighten Bowed Boards.  

Cam locks in place, 
holding boards straight.  
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SELF LOCKING DECK BOARD STRAIGHTENER
rr

Patent Numbers: US 8,936,054; 10,526,801B2; D623,913; EP 2,387,648; DE202010001036.5; UK 2,469,964; AU 2010210940; CA 2,749,643. Other U.S. 
and International patents pending. For more information visit www.deckwise.com/patents.
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The handle and joist pins can be set 
up standard or reverse.  

19"  

Adjustable   
Stainless Steel 
Joist Pins For 
Use On Up To 
3.75" Joists.

Self-Locking 
Cam For True 
One Hand 
Installation.

Sturdy Rubber 
Handle For 
Comfort.

Stainless Steel 
Multi-Position 
Handle.

Knurled Stainless Steel  
Joist Pins For Increased Gripping. 

1. Right Hand Single Joist
2. Right Hand Double Joist
3. Right Hand Reverse Handle Single Joist
4. Right Hand Reverse Handle double joist
5. Left Hand Single Joist

6. Left Hand Double Joist
7. Left Hand Reverse Handle Single Joist
8. Left Hand Reverse Handle Double Joist
9. Right Hand Furring
10. Left Hand Furring

10 Configurations

versatile 
design
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