Model 115
Listed Dimensions: $24^{\prime \prime} \mathrm{L} \times 20^{\prime \prime} \mathrm{W} \times 24^{\prime \prime} \mathrm{H}$


| IDEAL CONCEALING APPLICATIONS: |
| :--- |
| -Septic Vent Pipes up to $23^{\prime \prime}$ in Height |
| -Water Well Casing up to $20^{\prime \prime}$ in Height |
| -Small Pumps, Compressors and Blowers |
| -Small Backflow or Irrigation Valves |


| Sample Interior Spacing |  |  |
| :---: | :---: | :---: |
| Height | Length | Width |
| $2 "$ | 22 " | $16^{\prime \prime}$ |
| 10" | $20^{\prime \prime}$ | $14 \prime$ |
| $16^{\prime \prime}$ | $16^{\prime \prime}$ | $12^{\prime \prime}$ |
| Backflow Sizing |  |  |
| Height |  |  |
| 23 " |  |  |
| $18 \prime$ |  |  |



Dekorra Rocks do taper in length and width as height increases. Any concerns in sizing for a specific item can be discussed with a Dekorra Customer Service Rep at 888-635-8585, sizearock@dekorraproducts.com along with a photo of the specific application and dimensions.

| 6" Plastic |
| :---: |
| Stakes |
| included |

