








Additional Components

Designed for use with the RailEasyTM Stud 
Assembly.  The Cover Nut Set is perfect for 
cable railing systems where “through-post” 
hardware is desired for minimal obstruction.  
Affix to the end of the stud assembly for a 
finished look (See Figure AJ).  Finish:  
Polished Stainless Steel.  Available in 2 
packs.  

C0307-U007-2

Deluxe Cover Nut Set
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Figure AJ.  Deluxe Cover Nut Set assembly diagram - 1) Stainless Steel 
Washer, 2) Stainless Steel Nut 3) Stainless Steel Lock Nut & 4) Stainless 
Steel Deluxe Cover.  RailEasyTM Stud Assembly not included.    
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Designed for use with RailEasyTM Stud 
Assembly.  Cover Nut Sets are perfect for 
cable railing systems where “through-post” 
hardware is desired for minimal obstruction.   
Affix to end of stud assembly for a finished 
look (See Figure AK).  Finishes:  White, 
Light Brown, Dark Brown, Metallic Silver 
and Black.  Available in 10 packs.

C0309 Series

HandiSwageTM Cover Nut Sets
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Figure AK  HandiSwageTM Cover Nut Set assembly diagram - 
1) Stainless Steel Washer 2) Stainless Steel Nut 3) Stainless Steel Lock 
Nut & 4) HandiSwageTM Cover.  RailEasyTM Stud Assembly not included.    

Acorn Nut Set*
Designed for use with RailEasyTM Stud 
Assembly.  This set is perfect for cable 
railing systems where “through post” 
hardware is desired for minimal 
obstruction.  Affix the stainless steel acorn 
nut set to the end of a stud assembly for 
a finished look (See Figure AI).  Finish:  
Polished Stainless Steel.  Available in 2 
packs.  C0308-UF07-2

* The Acorn Nut Set comes with the RailEasyTM Stud Assembly or sold separately.

3 2 1

Figure AI  Acorn Nut Set assembly diagram - 1) Stainless Steel Washer, 
2) Stainless Steel Nut & 3) Stainless Steel Acorn Nut.

RailEasyTM Cable Sleeve

Figure AL.  Cable Sleeve Diagram - Accommodating angles up to 90 
degrees.  Doubling up on corner posts is required.     

The RailEasyTM Cable Sleeve is designed 
to protect your vinyl or composite posts 
from chafing and incidental damage from 
cable rubbing around the outside of your 
mid post cable holes.  It can also be used 
to accommodate angles up to 90 degrees 
(double posts required) and stairways 
coming off a straight run (See Figures AL 
and AM).  These sleeves are made from 
grade 316L stainless steel for corrosion 
resistance and durability or polycarbonate 
for impact strength and stability.

For the mid posts, use a 7/32” drill bit and 
drill completely through the posts.  Again, 
drilling from either side of the post and 
meeting in the middle will help you hit your 
centers and make for a neater installation.  
The cable will need to run through this hole 
without kinking or bending.

C0915-0438-F,
C0915-0438-FC & 
C0915-0438-FW

Figure AM.  Cable Sleeve Diagram - Accommodating a stairway coming 
off a straight run.    

Note:  For vinyl and composite sleeves.  Refer to Cable Sleeve Installation Instructions for detailed step-by-step instructions.
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Cable Stabilizer

The Cable Stabilizer is designed 
specifically for use where post to post 
measurement spans over 4’.  It enables 
you to adapt longer spans to code 
compliance by stabilizing the deflection 
of cable between posts.  Each stabilizer 
comes with a 42” stanchion pre-drilled to 
work with our standard 3” spacing.  In most 
cases, stanchions must be field cut at both 
ends for an accurate fit.  The cable 
stabilizer cannot be used to replace the 
use of substantial mid posts and should 
never be used in spans over 7’.  The cable 
stabilizer includes fasteners.

For detailed instructions refer to the Cable 
Stabilizer Installation Instructions.
With base and top plate in the desired 
center position mark the screw hole 
(top and bottom) in the hand rail and 
the mounting surface with a pencil (See 
Figure AO).  Remove the stabilizer 
connector and tap a dimple into the top rail 
with a center punch and hammer.  Remove 
post kit from between the top rail and 
decking.  Drill a pilot hole using a 5/32” drill 
bit where the screw hole was marked with 
the center punch.  Also drill pilot holes into 
the mounting surface.  Assemble the cable 
stabilizer with fasteners. 

S0950-0061 
(Cable Stabilizer)

(316L Stainless Steel)

Figure AO.  With base and top plate positioned as desired mark the screw 
holes (top and bottom), remove stabilizer, tap and drill pilot holes.

USE A CENTER PUNCH TO PUT A DIMPLE IN 
THE TOP RAIL TUBE BEFORE DRILLING.
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RailEasyTM Mid Post

The Mid Post is designed specifically for 
use where post to post measurement 
spans over 4’.  It enables you to adapt 
longer spans to code compliance by 
stabilizing the deflection of cable between 
posts. The mid posts are available in 36” 
or 42” stanchions pre-drilled to work with 
our standard 3” spacing.  Apply a thin 
bead of Loctite 326 brand adhesive to the 
post base and  rail tee when you are 
comfortable that the dry-fit sections are 
correct (See Figure AN). The mid post 
should never be used in spans over 6’.  
The mid post includes fasteners.

S0973-MP Series 
(Mid Post)

(316L Stainless Steel)

Figure AN.  Apply a thin bead of Loctite 326 brand adhesive to the post 
base and rail tee when you are comfortable that the dry-fit sections are 
correct.



Nautilus System Specifications

The Nautilus System uses either pre-existing or new railing posts.  Recommended posts are standard 4’ x 4” wood.  
Other materials may be used at your own discretion, but be aware that tension must be applied to tensioners and cable.  
Posts should be capable of receiving the mounting screws and holding under tension.
Straight Sections
Atlantis Rail offers standard rail heights of 36” or 42” for straight sections.

Stair Sections
Rail height for stair sections is available in 36” only.

RAILING HEIGHTS ARE OFFERED IN THESE 
DIMENSIONS DUE TO NATIONWIDE BUILDING 
CODES.  HOWEVER, ATLANTIS RAIL CAN SUPPLY 
CUSTOM HEIGHTS/LENGTHS UPON REQUEST.

Between Posts Length
Atlantis Rail recommends staying within 4’ section lengths to maintain structural integrity.

Railing Finish
The Nautilus System handrails and optional bottom rails are offered in a highly polished or brushed finish.

Cable Spacing
The cable is spaced on posts at 3” on-center to comply with nationwide building codes.
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Nautilus Product Specifications

Components
Product 		  Description 			   Dimensions 			   Fasteners 	 Notes
C0978-4025 		  5/32” Cable, 25ft. Spool 		  5/32” 1x19 316L stainless steel cable 	 -- 		  --
C0978-4100		  5/32” Cable, 100ft. Spool		  5/32” 1x19 316L stainless steel cable 	 -- 		  --
C0978-4500 		  5/32” Cable, 500ft. Spool 		  5/32” 1x19 316L stainless steel cable 	 -- 		  --
C0981-0204 		  RailEasyTM Tensioner (2 Pack) 	 5.40” length 1/4”-28 RH thread 	 (3) #8 x 1-1/2” 	 Adjustable
C0981-1004 		  RailEasyTM Tensioner (10 Pack) 	 5.40” length 1/4”-28 RH thread 	 (3) #8 x 1-1/2” 	 Adjustable
C0981-S024		  RailEasyTM Swivel End (2 Pack) 	 2.26” length 1/4”-28 RH thread 	 (3) #8 x 1-1/2” 	 Adjustable
C0981-S104		  RailEasyTM Swivel End (10 Pack) 	 2.26” length 1/4”-28 RH thread 	 (3) #8 x 1-1/2” 	 Adjustable
C0981-P004-2		  RailEasyTM Flush Fitting (2 Pack)	 1.42” length			   --		  --		
C0980-0004-2		  RailEasyTM Stud Assembly		  4.50” shank length 1/4”-28 RH thread	 --		  Comes with acorn nut set
C0980-R004-2		  RailEasyTM Lag Stud (2 Pack)		  2.25” shank length			   --		  --
C0841-0030-2		  Stair Spacer (2 Pack)		  1/4” 30° .500” Length  .750” OD	 --		  --
C0841-0034-2		  Stair Spacer (2 Pack)		  1/4” 34° .500” Length  .750” OD	 --		  --
C0841-0038-2		  Stair Spacer (2 Pack)		  1/4” 38° .590” Length  .750” OD	 --		  --
C0915-0438-F 		  RailEasyTM Cable Sleeve (10 Pack) 	 1.500” length .190” ID, .250” OD 	 -- 		  Flush Mounted
C0915-0438-FC 	 RailEasyTM Cable Sleeve Clear (10 Pack) 1.500” length .190” ID, .250” OD 	 -- 		  Flush Mounted
C0915-0438-FW 	 RailEasyTM Cable Sleeve White (10 Pack) 1.500” length .190” ID, .250” OD 	 -- 		  Flush Mounted
C0309-WH02-10	 HandiSwageTM Cover Nut Set (10 Pack)	 .420” length .690” OD (White)  	 -- 		  1/4”-28 RH thread UNF
C0309-LB02-10		 HandiSwageTM Cover Nut Set (10 Pack)	 .420” length .690” OD (Light Brown)	 -- 		  1/4”-28 RH thread UNF
C0309-BR02-10		 HandiSwageTM Cover Nut Set (10 Pack)	 .420” length .690” OD (Dark Brown)	 -- 		  1/4”-28 RH thread UNF
C0309-BK02-10		 HandiSwageTM Cover Nut Set (10 Pack)	 .420” length .690” OD (Black)	  	 -- 		  1/4”-28 RH thread UNF
C0309-MT02-10		 HandiSwageTM Cover Nut Set (10 Pack)	 .420” length .690” OD (Metallic Silver)	 -- 		  1/4”-28 RH thread UNF
C0308-UF07-2 		  Acorn Nut Set (2 Pack)		  .674” complete assembly 		  -- 		  1/4”-28 RH thread UNF
C0307-U007-2 		  Deluxe Cover Nut Set (2 Pack) 	 .400” length  .750” OD 		  -- 		  1/4”-28 RH thread UNF
C0975-0002		  RailEasyTM Straight Sidemount	 2” 316L stainless steel		  (3) #10 x 1-1/2” 	 2 Pack
C0976-0002		  RailEasyTM Adjustable Sidemount	 2” 316L stainless steel		  (3) #10 x 1-1/2” 	 2 Pack
C0973-0900		  RailEasyTM Tubing - 3 Ft.		  2” x 36” 316L stainless steel		  --		  Polished finish
C0973-1200		  RailEasyTM Tubing - 4 Ft.		  2” x 48” 316L stainless steel		  --		  Polished finish
C0973-1500		  RailEasyTM Tubing - 5 Ft.		  2” x 60” 316L stainless steel		  --		  Polished finish
S0973-MP36		  RailEasyTM Mid Post Kit 		  36” Length 316L Stainless Steel	 --		  Includes fasteners
S0973-MP42		  RailEasyTM Mid Post Kit 		  42” Length 316L Stainless Steel	 --		  Includes fasteners



S0983-1000		  RailEasyTM Sleeve			   48” Length 4” x 4” 			   --		  White Vinyl
S0984-0000		  RailEasyTM Colonial Post Cap		  4.02” x 4.02” 			   --		  White Vinyl
S0984-0001		  RailEasyTM Colonial Post Base	 4.03” x 4.03”			   --		  White Vinyl
C0988-0000		  RailEasyTM Installation Tools		  -- 				    --		  --
C0988-1000 		  RailEasyTM Drill Template 		  -- 				    -- 		  3” on center
C0989-00HD 		  RailEasyTM Cable Cutter 		  --				    -- 		  --
S0950-0061		  Cable Stabilizer			   42” Length 316L Stainless Steel	 --		  --
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