
RAILING CONNECTOR
INSTALLATION INSTRUCTIONS

For use with nominal 2x4 rails in the 
vertical position:

Step 1:  Measure the distance between two 
posts and subtract 1/2”. Cut rails to this length.

Step 2:  Attach a connector to each end of 
the rail with two screws through the pre-drilled 
holes (fig. 1). Set the rail at the desired height 
and check to ensure it is level. Fasten with 
screws through thepre-drilled holes (fig. 2). 

Step 3:  To ensure the connectors stay in 
place, apply a small amount of clear silicon on 
the screw being inserted into the connector.
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THE DIAGRAMS AND INSTRUCTIONS IN THIS BROCHURE ARE FOR ILLUSTRATION PURPOSES ONLY AND ARE NOT MEANT TO REPLACE A LICENSED PROFESSIONAL. ANY CONSTRUCTION OR USE OF THE 
PRODUCT MUST BE IN ACCORDANCE WITH ALL LOCAL ZONING AND/OR BUILDING CODES. THE CONSUMER ASSUMES ALL RISKS AND LIABILITY ASSOCIATED WITH THE CONSTRUCTION OR USE OF THIS 
PRODUCT. THE CONSUMER OR CONTRACTOR SHOULD TAKE ALL NECESSARY STEPS TO ENSURE THE SAFETY OF EVERYONE INVOLVED IN THE PROJECT, INCLUDING, BUT NOT LIMITED TO, WEARING THE 
APPROPRIATE SAFETY EQUIPMENT. EXCEPT AS CONTAINED IN THE WRITTEN LIMITED WARRANTY, [UNIVERSAL CONSUMER PRODUCTS, INC.] DOES NOT PROVIDE ANY OTHER WARRANTY, EITHER EXPRESS 
OR IMPLIED, AND SHALL NOT BE LIABLE FOR ANY DAMAGES, INCLUDING CONSEQUENTIAL DAMAGES.
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