
“After using several brands of granular underlayments 
over the years, I am glad I discovered GRACE SELECT™. 
GRACE SELECT™ is definitely better than any granular 
underlayments out there and does a much better job.   
Since it is lightweight, it is easier to work with. Also, it 
is made by GCP, which gives me peace of mind that my 
clients’ roofs are well protected. Overall, I am very  
satisfied with GRACE SELECT™.”

— Mario Sousa, Caliber Construction

THE PERFORMANCE CHOICE TO GRANULARS

GRACE SELECT™ smooth surface roofing 

underlayment is composed of a rubberized asphalt 

adhesive laminated to a strong slip-resistant film.  

This lightweight product makes it faster and easier 

to install than granulars while meeting or exceeding 

industry standards for roofing underlayments.

GRACE SELECT™ 
 SELF-ADHERED ROOFING UNDERLAYMENT

Offers better 
adhesion to  
roof deck

Lighter  
weight for  
easier install

Proven track 
record in  
marketplace



LIGHT WEIGHT  
Great performance with minimal weight 
Fast and easy installation

SMOOTH SURFACE PROVIDES  
BETTER LAP ADHESION 
Better protection against leaks. Strong  
adhesion in low temp performance
Job done well the first time

RE-ROOFABLE  
Shingles can be easily removed  
from existing GRACE SELECT™  
underlayment during re-roofing
Easier & less costly retrofit applications

HIGH ADHESIVE CONTENT  
Premium adhesive offers a stronger  
defense against weather and  
self-seals around nails. 
Protection against costly call backs

PROPRIETARY FILM SURFACE  
Superior foot traction without loose
granules; scuff free surface 
Safe & Clean Installation

DOUBLE WEIGHT  
Difficult to handle during installation 

GRANULAR SURFACE MAY
INHIBIT WATERTIGHT LAPS 
May require special treatment of the laps 

NOT RE-ROOFABLE  
Shingles cannot be easily removed
from the existing granular underlayment
when re-roofing; more difficult
and costly retrofit jobs

LOW ADHESIVE CONTENT 
Less rubberized asphalt adhesive  
compared to GRACE SELECTTM

GRANULAR SURFACE  
Loose granules may cause slip
hazards; may be vulnerable to
scuffing in hot weather 

WHY GRACE SELECT™ ROOFING UNDERLAYMENT?

GRACE SELECT™ GRANULARS

Roll Weight 32 lbs.

Roll Size 195 ft2

Roll Length 65 ft.

Roll Width 36 in.

The information here is based on data and knowledge considered to be true and accurate, but without warranty. Our conditions of sale apply to all goods supplied by us.  
No statement, recommendation, or suggestion is intended for any use that would infringe any patent, copyright, or other third party right.

GCP, GRACE SELECT™ and GRACE ICE & WATER SHIELD® are trademarks, which may be registered in the United States and/or other countries, of GCP Applied Technologies Inc.  
This trademark list has been compiled using available published information as of the publication date and may not accurately reflect current trademark ownership or status. 

© Copyright 2022 GCP Applied Technologies Inc. All rights reserved.  

GCP Applied Technologies Inc., 2325 Lakeview Parkway, Suite 450, Alpharetta, GA 30009 USA.

In Canada, GCP Canada, Inc., 294 Clements Road, West, Ajax, Ontario, Canada L1S 3C6.

GCP0083     UL-168-0722   GRACE SELECT™ Sell Sheet

gcpat.com    |    Customer Service: 1-866-333-3726

Developed by  
the recognized 
leader in self- 
adhered roofing 
underlayments and 
the manufacturer 
of GRACE ICE & 
WATER SHIELD®


