ASSEMBLY INSTRUCTIONS

Adirondack Counter Height Chair
Tools Not Included but Required: 7/16" wrench, either a power tool, hand driver or ratchet 		
wrench that will accept a 1/4" hex drive bit.
Tools Included: #2 Square Drive Bit, 4mm Allen Wrench

Parts Included:
Assembled Back

Arm Supports

A B
Hardware

1 - Assembled Seat
1 - Assembled Back
2 - Arm Supports (left & right)
2 - Back Legs
2 - Front Legs
1 - Footrest
3 - Different Trim Boards (A, B, C)
2 - Leg/Footrest Supports

Stainless Steel
Hardware Included:

Assembled Seat

Footrest

C

Front
Legs

Back Leg/Footrest
Legs
Supports

8 - 3-1/2" Bolts
10 - 3" Bolts
2 - 2-1/2" Bolts
4 - 3" Lag Screws
8 - 1-5/8" Square Head Screws
20 - Nuts
20 - Flat Washers
20 - Lock Washers

1. Lay the seat on it's side. The holes on the front leg are not centered.
Make sure the holes are offset to the back of the seat. Line the
holes of the front leg (leg with straight cut ends) with the holes on
the front of the assembled seat and insert two 3-1/2" bolts.
2. Repeat step 1 for the back leg (leg with angled cut ends.) Make sure
that the hole 1" from the ends of the legs are both towards the top
of the chair.

Step 3
Step 1

Step 2

3. Flip the chair onto the other side and repeat steps 1 and 2. After all legs
are on, turn the chair upside down and make sure that it sits flat on the floor.
4. Place a regular washer, lock washer and a nut (in that order) on all 8 bolts.
Only hand tighten, DO NOT TIGHTEN UNTIL THE END.
Flip the chair upright.

5. Attach the leg/footrest supports to the bottom of the chair using
six 3" bolts. Make sure the routered edge faces to the outside of
the chair.
6. Place a regular washer, lock washer and a nut on all 6 bolts. 		
Only hand tighten, DO NOT TIGHTEN UNTIL THE END.

Step 5

Step 7

7. Place footrest on the leg supports at the front of the chair. 		
Screw in two 3" lag screws in each side of the footrest.
8. Take one of the narrow trim boards (A) with 1 centered hole on each end and
attach it across the back of the chair between the two leg/footrest supports
The top of the trim board should be flush with the top of the leg/footrest supports. Plane one 1-5/8" screw into each hole and tighten, making sure that
there is no gap between the leg and trim board. Take the other trim board (B)
with the single holes in the center of the tow ends, and lay it horizontally on
top of the leg/footrest supports at the back of
the chair. The top trim board should overhang
the bottom trim by 1/4". Put a 1-5/8" square
head screw into each hole and tighten screws.
9. Slide the back of the chair in place so
it fits snug against the seat. Insert a 1-5/8"
square head screw into each hole and tighten.

Step 8

10. Place one arm on the chair with the curve to the
inside. Put a 2-1/2" bolt in the top of the arm through
the upper back support. Line up the holes in the arm support
with the leg and slide a 3" bolt from the inside of the chair leg
out through each hole. Place a regular washer, lock washer and
a nut on all of the bolts. Only hand tighten, DO NOT TIGHTEN
UNTIL THE END.

Step 10

11. Repeat step 10 for the other arm. TIGHTEN ALL NUTS.
12. Take the trim board C with
the holes closest to the top
and screw into place
beneath the seat using two
1-5/8" square head screws.

Step 12
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Your outdoor furniture is guaranteed
for 20 years to never crack, split or
fade.To clean, wash with soap and
water. For tough stains, use a
solution with water and soft scrub or
try our furniture cleaner.

