ASSEMBLY INSTRUCTIONS

Chaise Lounge

Tools Not Included but Required:

7/16” wrench, either a power tool, hand driver or ratchet wrench that will accept a 1/4” hex drive bit

Tools Included: #2 Square Drive Bit, 4mm Allen Wrench
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Parts Included:

2 - Assembled Sides
1 - Back
1 - Seat
1 - Leg Rest
1 - 1” Thick Support (A)
2 - 1.5” Thick Supports (B & C)

Stainless Steel Hardware Included:
4 - 3” Lag Screws
4 - 2” Drywall Screws
8 - 3” Bolts
8 - Flat Washers
4 - Lock Washers
4 - Nuts
4 - Lock Nuts

Hardware

Seat

Leg Rest

1. Take one assembled side and attach the three supports. The 1.5” supports 		
should be inserted into the leg pockets and secured with the 3” lag screws. The
1” support should be inserted into the pocket on the curved piece and secured
with two 2” drywall screws.
2. Repeat step 1 to attach the other assembled side.

Step 1 & 2

3. Take the seat and line up the inner holes on the assembled
sides with the holes on the side of the seat and insert 		
a 3” bolt into all 4 holes. Place a flat washer, lock washer
and nut on each bolt and tighten.

Step 3

4. Take the leg rest and line up the holes in the assembled
sides with the hole on each side of the leg rest. Insert a 3”
bolt into each hole and place a flat washer and lock nut onto
each bolt. Tighten to the point where you can still adjust the
leg rest up and down.

Step 4

Step 5

5. Take the chair back and line the holes up in the assembled sides
with the hole on each side of the chair back. Insert a 3” bolt into
each hole and place a flat washer and lock nut onto each bolt.
Tighten to the point where you can still adjust the chair back up
and down.
6. Enjoy!

Your outdoor furniture is guaranteed
for 20 years to never crack, split or
fade.To clean, wash with soap and
water. For tough stains, use a
solution with water and soft scrub or
try our furniture cleaner.
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